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1-866-88RAILS
GATE ASSEMBLY GUIDE


Each gate kit includes the following:

· (2) 2” x 3.5” x 3’, 4’, or 5’ with 1 ½” square holes (Top & Bottom of gate)

· (2) 2” x 3.5” x 3’ with no holes (Sides of gate)

· 1 ½ ” x 1 ½” x 30” or 36” Balusters (Square or Colonial)

· Hinge Set

· Latch Set

· 4 Aluminum Angles

· Stainless Steel Screws with caps

Helpful tips on installing the gate kit:

1. Work area should be a flat surface.  When assembling gate, allow 1” maximum on each side for hinge and latch installation in order to operate correctly.
2. Rails with holes (Top & Bottom) can be cut to make width of the gate smaller.  Rails with no holes (Sides) can be cut to shorten height of the gate.

3. Lay rails in desired position on flat surface.  Make sure holes line up exactly with the bottom and top rails and that the two side rails are the exact length.
4. Place balusters into holes both top and bottom.
5. Insert Aluminum Angles into each corner.  After the four Aluminum Angles are in place push the four corners together tightly.  When the corners are square and tight, place a ¾” screw through the side of each rail into the Aluminum Angle support.  This will hold each corner of the gate together.
6. Place the hinge set on the desired side.  Pre-drill holes to accept screws.
7. Place latch set on the opposite side of the hinges.
8. Pick up gate and hold in place, using two blocks under bottom rail for support.  Attach hinges to post.
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